CIPCheck MIS

A stand-alone PC software package to store CIP
data and to validate / optimise CIP systems.

Application

The present climate of accountability means
that today’s retailers require more than just a
final product from their contract manufacturers.
They require an auditable paper trail for every
aspect of their manufacturers operations.

In addition to this, manufacturers are
constantly looking to make monetary savings
on resources. Such savings can be made by
optimising existing processes and plant
operations.

The CIPCheck MIS system is designed to do
all this in a single, user friendly and modular
software package.

The CIPCheck MIS system will log all data
associated with a CIP cleaning set. For
auditing purposes, it will provide reports to
show every aspect of the clean.

The data that is logged for a clean can easily
be displayed on a graphical screen, which can
be used for optimisation purposes.

In addition, each stage of a clean can be
validated by allocating acceptable limits for
important parameters. Typical examples of
such parameters are:

Flow
Temperature
Conductivity

If these parameters stay within acceptable
limits, then the clean is tagged as being
successful and is validated.
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Principle

The CIPCheck MIS system is loaded on a PC,
which stores the collected data and provides the
“top-end” user interface.

Using the latest OPC communications
protocols, the system is able to collect data
from most PLC types using Ethernet
connectivity.

The system collects key parameters such as
temperatures, times, flow-rates, pump and valve
operations and other relevant factors directly
from the CIP control system.

The system stores the data in a specially
configured SQL database. This raw data is
then processed by the system modules to
produce alarms, trends, reports and
indicators.

Canongate Technology Limited, Edinburgh, Scotland
Tel: +44 (0)131 455 7211 - Fax: +44 (0)131 455 7928 - E-mail: sales@canongatetechnology.co.uk

www.canongatetechnology.co.uk
Leaflet CIPCheckMIS240805




Standard features
The following features are supplied as
standard:

12 months of on-line record access -
records of every clean in hard copy
and soft format

Graphical indication of all logged
process parameters

Validation reports to ensure cleaning
has been carried out to specification
Alarm indications during a clean

Plant run time data for maintenance
requirements

Validation screen

Modular Design

CIPCheck MIS is designed in a modular
fashion so that a comprehensive system can
be built up in stages as desired. In addition to
the standard features detailed above, any
number of the following modules can be
selected:

Trending

Report Generation

Costing (including cost per clean)
Environmental Reporting
Preventative Maintenance
Real-time Plant Mimic Display

Clean report screen

User Benefits
Demonstrate adherence to cleaning
standards
Provide an audit trail for all items
associated with the CIP set
Optimise plant performance and
reduce cleaning times
Reduce costs by saving energy and
cleaning agents
Provide preventative maintenance to
avoid production down time
Improve operator training and
process understanding

CIP Experts

Canongate Technology has a dedicated
team of project engineers with a wide range
of experience in Process Automation and
Systems Integration. We can handle any
size of project from existing CIP system
upgrades to new bespoke CIP sets. We can
also project manage any size of electrical
and piping installation.

With offices in Edinburgh, Manchester,
Newcastle and Nottingham, you can be sure
technical support and assistance is never far
away.
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