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●

0 to 20% Alcohol by 
Volume

0 to 30° Plato
0 to 20 g/l, 
0 to 10 vol/vol CO2

0 to 20 ppm O2

0 to +30°C, 32 to 86°F
100°C, 212°F
4 x 4.20mA
6
RS232, RS485
110 /240 Vac, 
50/60Hz, autosensing
IP65
370 x 180 x 175, 
14.5 x 7 x 6.75 inches
10kg, 22lbs

Alcohol

Plato
CO2

O2

(main panel)

(main panel)

It is well accepted that sound velocity and density is the
best combination for providing fast and accurate 
measurement of %Alcohol and or °Plato. Depending on
application, MuitiCheck can offer both of these.

MultiCheck incorporates the standard Embra OxyCheck
sensor. Oxygen diffuses through the membrane on to a
cathode, where it reacts electrochemically. This process
develops an electrical current, which once converted into
a voltage, displays the O2 content of the liquid.

The system is offered in a modular format, providing the
flexibility of selecting the appropriate sensors for your
application. The system comprises: Central Control Unit,
CO2 sensor, %ABV / °Plato sensor and O2 sensor.

The Canongate Blue Box Control Unit is a multifunction
unit capable of reading signals from various sensors.
Available in wall or rack mounting options, the Blue Box is
the main user interface and includes all standard outputs
allowing the system to be used as a stand alone item or
integrated into the plant control system.

MultiCheck uses the proven Embra CarboCheck 
equilibrium pressure / temperature measurement 
technique, well proven over the last twenty years. 
The sensor features a silicone rubber membrane through
which dissolved CO2 permeates into a sealed chamber.
The partial pressure of gas is then measured.


