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VesselCheck ST2
Non-invasive Tank Level Measurement System

Features:
·  Truly non-invasive sensing technique
·  Sensors bonded to outside of tank base and side wall
·  20 point calibration table
·  Optional local display and/or output to higher level system for up to 

two tanks
·  ATEX approved versions for hazardous areas available
·  4 digital outputs for high and low alarms

Benefits:
·  Fast, reliable and accurate tank contents measurement
·  Easy installation - no tank break-in, easy retrofit to existing tanks
·  No down-time during installation
·  No moving parts – little or no maintenance required
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Principle of Operation
Two small ultrasonic sensors are clamped or bonded to the outside walls of the vessel -one on the
bottom of the vessel and the other on the side, to compensate for variations in density.  Signals from
the transducers are fed into the processor and either displayed locally if that option is selected or output
to a separate system.  One processor is required per two vessels.  The system calculates the height
and volume of the liquid in the tank from the time taken for the signal to be received from the liquid
surface.

Technical Specification

Accuracy +/- 2mm or better
Repeatability +/-0.5mm
Measuring Range 75mm to 25 metres / 3” to 80 feet (application dependent)
Temperature Range (sensors) -40oC to +125oC /  - 40oF to 257oF
ATEX Approval (sensors) ATEX II 2G Eex m II T4 (max 85oC)
Sensor Material Tufnol / Ertacetal
Processor Enclosure Material High Impact Polystyrene
Analogue Outputs (optional) 4..20mA / 0..5v
Alarm Outputs (optional) 4 x Digital
Serial Outputs RS232, RS485, Modbus
Power Supply 24vDC or 110 / 240 vAC, 50/60Hz.
Protection Rating IP65
Display Size (optional) 70x43mm / 2.75x1.7”
Dimensions (processor / display unit) 270x215x85mm / 10.5x8.5x3.5”
Weight (transmitter) 1.4Kg, 3lbs

Product Identification Code (PIC)
VCST2 VesselCheck ST2

ATEX Approval
N No approval
A ATEX Approved sensor kit

Number of tanks per VCST2
1 One tank
2 Two tanks

Display Requirement
N No display required
Y Display required

Analogue Outputs required
0 None required
1 One per channel

Power Supply Available
1 24vDC
2 110/240vAC

VCST2 N 2 N 1 2 Sample PIC 

(please also specify tank material and, wall / base Ultrasonic Tank Transducer
thicknesses, liquids and operating temperature of tanks)

Manufactured By: Distributed By:
Canongate Technology Limited
36 Inglis Green Road
EDINBURGH
United Kingdom
EH14 2ER


